Status Active

Substitute 65-825R1

Fixture Type Vapor Tight

Finish Gray

Wattage 50W/60W/72W
Lumen Output 6400L-9360L

CCT (Kelvin) 3000K/4000K/5000K
Temperature Warm to Cool White
IP Rating IP65

Indoor or Outdoor Fixture Indoor; Outdoor

Specifications

Technology LED

CRI 80+

Voltage 120V-277V

Beam Angle 120

Rated Hours 50000

Operating Temperature -40C (-40F) to +45C (+113F)

Dimmable Yes-Dimmable

Dimming Note 0-10V; Integrated Sensor; Bi-Level Dimmable
L Ttee | .| 1 r L 1 u B | A Photocell or Sensor Integrated Microwave Sensor

Lens Material Polycarbonate (PC)

Surge Protection Built-in surge protection - 2KV

Weight (Ib.) 12.13

Material Plastic

Height (in.) 3.46
Width (in.) 4.33
Length (in.) 94.49

Compliance

Safety Listing cETLus - Listed
Location Rating Wet
ENERGY STAR No
N Uvo 65_825 DLC Approved Yes
8' LINEAR VAPOR PROOF W/SENSOR DLCID PLQ4EEE2G1QL
NSF Approved Yes
California Status Lawful for sale in California
California Prop 65 Lead
RoHS Compliant Yes
FCC Compliant Yes
Canadian Standard ICES-005 Class A
Flicker Free No
SDS Sheet LED_Fixture

Additional Information

Warranty 5-Years
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